




























LANDSCAPE NOTES:

1. CONTRACTOR SHALL VERIFY PLANT COUNT FOR BIDDING
PURPOSES.

2. ROOT BARRIERS SHALL BE PROVIDED FOR ALL NEW TREES
WITHIN 5' OF HARDSCAPE OR PLANTED IN LAWN.

3. ALL PLANTING AREAS SHALL RECEIVE 3" MIN. OF NITROFIED
MULCH COVER AS A GROUND COVER.

4. CONTRACTOR SHALL GUARANTEE PLANT MATERIAL FOR SIX
MONTHS AFTER INSTALLATION AND REPLACE ANY DISEASED OR
DAMAGED MATERIAL DURING THAT SIX MONTH PERIOD.

5. TREES AND SHRUBS:
5.1. EXCAVATE PLANTING HOLES TWICE AS WIDE AS THE

ROOTBALL DIAMETER.
5.2. SOIL IMMEDIATELY BELOW THE ROOT BALL TO BE LEFT

UNDISTURBED TO PROVIDE SUPPORT, BUT THE SIDES
AND THE BOTTOM AROUND THE SIDE SHOULD BE
CULTIVATED TO IMPROVE POROSITY.

5.3. THE ROOTBALL SHALL BE SLIGHTLY ABOVE FINAL GRADE.
5.4. THE TOP 12" OF BACKFILL MAY CONSIST OF THE ABOVE

AMENDED SOIL STABILIZED ORGANIC AMENDMENT.  USE
4 CY PER 1,000 SF OF PLANTING AREA.

SOIL NOTES:

CONDITIONS OF APPROVAL (1):



1" NIBCO T113-IRR BRASS GATE VALVE

IN-LINE CHECK VALVE

3" DRAIN GRATE

6" DRAIN BASIN WITH GRATE

LATERAL LINE - P.V.C. CLASS 200 (CLASS 315 FOR 1/2")

MAIN LINE - P.V.C. SCH 40

DRIP STUB-UP FOR CONNECTION TO POLY PIPE

QUICK COUPLER:  3/4" RAINBIRD 33DRC

AMIAD FILTER / SENNINGER PRESSURE REGULATOR

BACKFLOW ASSEMBLY:  FEBCO 825Y

REMOTE CONTROL VALVE: IRRITROL 700-1

CONTROLLER:

AUTOMATIC RAIN SHUTOFF: 

PRESSURE REGULATOR:  WATTS 25AUB

TORO-ET SENSOR - EVO-WS

TORO EVOLUTION-EVO-4ID W/EDOD-12 EXPAN. MODULE

4" PERFORATED DRAIN PIPE AT THE BASE OF ALL RETAINING WALLS

18" CHRISTY BOX WITH IRON GRATE
 NDS MINI CHANNEL DRAIN BASIN W/ 2" SATIN BRASS DRAIN GRATE 

1. CONTRACTOR TO OBTAIN ALL PERMITS PRIOR TO STARTING
WORK.

2. ALL WORK SHALL COMPLY WITH THE LATEST UNIFORM
PLUMBING  CODE AS WELL AS LOCAL ORDINANCES.

3. ALL IRRIGATION LINES UNDER CONCRETE TO BE INSTALLED IN
PVC  SLEEVE @ 15" DEPTH MIN.

4. LOCATE ALL REMOTE CONTROL VALVES AND QUICK COUPLING
VALVES  IN PLANTING AREAS. (TYP.)

5. COMPACT ALL LINES AND TRENCHES UNDER PAVING 95% MIN.
6. INSTALL REMOTE CONTROL VALVE IN AMETEX 12" VALVE BOX

OR EQUAL ( TWO VALVES PER BOX  MAX.) AND MARK
"IRRIGATION" ON LID.  INSTALL BOXES IN GROUND COVER
AREAS WHENEVER POSSIBLE.  BOXES SHALL BE A MIN. 12" FROM
PAVING OR CURBS.

7. THE CONTRACTOR SHALL PROVIDE OWNER WITH A
COMPLETELY OPERATING SYSTEM AND CLEAN SET OF MARKED
PRINTS AS "AS- BUILT" DRAWINGS.  REFERENCE ALL TRENCHES
WITH DIMENSIONS TO NEAREST BUILDING OR PAVING.

8. THE CONTRACTOR SHALL WARRANT THAT THE SYSTEM WILL BE
FREE  FROM DEFECTS OF WORKMANSHIP AND MATERIALS FOR
A PERIOD OF ONE YEAR.  ALL REPAIRS NECESSARY SHALL BE
MADE AT NO COST TO THE OWNER.

9. CONTRACTOR SHALL INSTALL TWO DRIP LINES IN EACH AREA.
ONE DRIP LINE FOR DROUGHT TOLERANT PLANTS AND ONE FOR
PLANTS THAT REQUIRE MORE FREQUENT WATERING. USE THE
APPROPRIATE GALLONAGE AND NUMBER OF EMMITERS  FOR
EACH PLANT'S WATER REQUIREMENT.

10. FINISHED GRADES ALONG THE FOUNDATION SHALL BE SLOPED
A MINIMUM OF 3% AT LEAST 5 FEET FROM THE FOUNDATION.

11. OVERHEAD WATERING SHALL OCCUR BETWEEN THE HOURS OF
8:00 PM AND 10:00 AM.

BADGER #55 SUB WATER METER
MASTER VALVE SUPERIOR 3300150
FLOW SENSOR HFS-FCT-100

BUBBLER: TORO DRIP BUBBLERS LF40-PC




